
Ozone Generator Installation Instructions

Tools required for installation:

a)  Power  Drill
b)  1/4 “ Drill Bit
c)  Phillips Head Screwdriver
d)  9/16 ” Wrench
e)  Adjustable Wrench
f)  Cutter

Ozone Kit includes:

(1) Ozone Generator
(1) DC Power Adapter
(1) 6ft Air Tube
(1) Ozone Mixer with 2 Adapters
(4) Check Valves (1 installed in the
      Ozone Generator)
(3) Filters (1 installed in the Ozone Generator)
(2) Double-sided Tapes
(4) Tube Holders with Sticky Pad
(1) Screw & Anchor
(5) Cable Ties
(1) 7/16 Tee

1.800.572.9938    •   1.866.928.7844    •    buynailsdirect.com Page 1
1.800.797.9534  (Spa Customer Service)    

Safety Rules:

a)  Turn o� the power on the Massage Chair.
b)  Unplug the power supply for the Spa Tub and Massage Chair.
c)  Close the hot/cold water valve.



Ozone Generator Installation Instructions

Step 1

Note:  Only part of the spa will be used for installation (See Figure A).
Disconnect shower head hose from control mixer (See Figure D).
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   A)

               B)                C)                D)

Install Ozone Generator
on this part of the spa.



Step 3

Use check valve with the word
“OUT” written on the rounded side, 
connected to the air tube.  Slide 
metal clamp onto bottom of
air tube.  Install the clamped end
of check valve onto Ozone mixer.

Step 2
Install the Ozone mixer onto  control mixer.  Connect the shower head hose to the Ozone mixer.
(NOTE:  Might not use all the Ozone mixer parts depending on �xture.  The Ozone mixer is a one way 
water �ow.)
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Step 4

Connect the 6ft air tube to the check valve.
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Step 5

Use the mounting kit to mount your Ozone 
Generator on the wall behind the tub.  
Note:  Use the cable ties & tube holders as needed
(See Figure A).

See Figure B on “How to Install Screw Anchors”.
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   B)

   A)



Step 6

Connect the other end of the air tube 
to the Ozone generator.

Connect power adapter  to the 
Ozone  generator.

Step 7

Plug in and turn the Ozone generator 
on and Red LED light will come on.

Power Adapter Filter

Air Tube

NOTE: Red light - Power On
Blue light - Ozone level 15milligrams per hour
White light - Unit is producing Ozone
Life cycle 100,000 gallons
Remove and rinse �lter with water every six months.
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